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m [he following discussion addresses changes to
various topics as contained in the 2015 IECC and
WI amendments as contained in SPS Chapter
363

m Only those rules for Climate Zones 6 & 7
(Wisconsin) have been addressed




New 2015 IECC Code Layout

= The Code is divided into two (2) sets of provisions:
e |[ECC Commercial Provisions ( C )
e [ECC Residential Provisions ( R )
napter 1 Scope and Administration
napter 2 Definitions

napter 3 Climate Zones & General Materials
Reqguirements

Chapter 4 Energy Efficiency Requirements
m Chapter 5 Existing Buildings
Chapter 6 Referenced Standards
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2015 IECC Layout & Structure
Commercial Provisions

m [he requirements for Commercial Provisions (All
commercial bldgs inclusive of those residential bldgs 4
stories or more) are found In the “C” section with
Chapters 1-6:

e Scope and Administration
e Definitions

e General Reguirements

e Commercial Energy Efficiency
e Existing Buildings

e Referenced Standards




2015 IECC Layout & Structure
Residential Provisions

m [he requirements for Res/dential Provisions (All
residential buildings 3 stories or less above grade w/ 3
dwelling units or more) are found in the "R” section
with Chapters 1-6:

e Scope and Administration
e Definitions

e General Reguirements

e Commercial Energy Efficiency
e Existing Buildings

e Referenced Standards




WI Amendments
SPS 363.0100

= The sections in this chapter are generally
numbered to correspond to the numbering used in
the IECC, with:

e a 0 to the right of the decimal point referring to
the Commercial Provisions (C), and

e a 5 to the right of the decimal point referring to
the Residential Provisions (R) of the IECC.

m/e SPS 363.0101 refers to section IECC C101
and SPS 363.5101 refers to section IECC
RI101.



Insulated Siding
IECC C303.1.4.1/R303.1.3.4.1

m [hermal resistance (R-value) of insulated
siding to be determined per ASTM C1363,
with installation in accordance with
manufacturer’s instructions.
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Default Glazed Fenestration
C303.1.3 (3), R303.1.3(3)

m Visible Transmittance (VT) requirements added.

m VT is the ratio of visible light entering the space
through the fenestration product assembly to the
incident visible light. Expressed as humber between
O& 1. A "0"is opaque; a "1” is totally transparent.

C303.1.3 (3) AND R303.1.3 (3) Default glazed fenestration
SHGC and VT included

Single Glazed Double Glazed

Glazed Block
Clear Tinted Clear Tinted
0.8 0.7 0.7 0.6
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Application
C401.2/SPS 363.0401(4)

= Commercial Bldgs to comply with one (1):
e ASHRAE 90.1-2013
e /ECC via Section C402-C405

e /he reguirements of Sections C402.5, C403.2,
C404, C405.2 through C405.4, C405.6 & C40/.
lThe bullding enerqgy cost shall be egual to /ess
than the standard reference design building.




Application
C401.2/ASHRAE 90.1-2013 /SPS 363.0401(2)

m Section 8.4.2 automatic receptacle controls
are NOT included.

m Section 8.4.3.1 Monitoring substituted with:
A measurement device shall be installed in
new buildings to. monitor total electrical
energy use. [For buildings with tenants, total
electrical enerqgy shall be monitored for the
total building or for each inaiviadual tenant




Climate Zones—2015 IECC - C301.1

4—¥ Moist () — D

N
Marine (C)

Warm-Humid
Below White Line

Al of Alaska in Zone 7
except for the following
Boroughs in Zone 8.

Bothel Northwest Arclic
Dellingham Southeast Fairbanks -
Fairbanks N. Star  Wade Hampton Zone 1 includes
Norme Yukon-Koyukuk Hawaii, Guam.,
Morth Slope Puerto Rico,
and the Virgin Islands

Determining Your Climate Zone is the First Step
In the Process—Wisconsin is in Zones 6A & 7/
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Compliance Options for 2015 IECC

PRESCRIPTIVE
m 2015 IECC

e (Must use 2009 IECC Tables 502.2(1) & 502.1.2 for
Opaqgue Assys for the bldg envelope instead of 2015
IECC Tables C402.1.3 & C402.1.4)

e Must use 2015 IECC version for lighting with WI
amendments

s ASHRAE 90.1-2013
e Must use Tables 5.5 for building envelope
e Must use Chapter 8 for lighting with WI amendments




Compliance Options for 2015 IECC

PERFORMANCE APPROACH
m 2015 IECC
e Comcheck-Set for “"IECC 2015" per SPS 363.0405 or
e Apply IECC C407 “Total Building Performance”
s ASHRAE 90.1-2013

e Comcheck-Set for "90.1 (2013) Standard” per SPS
363.0405 or

e Apply ASHRAE “Energy Cost Budget Method”
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Prescriptive & Performance
SPS 363.0401(4)

m SPS 363.0401(4) does NOT require that IECC C406
requiring “Additional Efficiency Package Options” be
met.

s Must address:
e C402 Envelope
e C403 Mechanical
e C404 Lighting
e C405 Service Water Heating




Performance

m [otal Building Performance

e Apply SPS 363.0407 -- The requirements in IECC
section C403.2.7 (energy recovery ventilation
system requirements) are NOT required to be
demonstrated as means of compliance with this
section.

e Use of IECC section C407 requires the total
building energy cost to be equal to or less than
the standard reference design building, as
required under IECC section C401.2 item 3.




Low-Energy Buildings
C402.1.1

m Low energy buildings, or portions separated by
building thermal envelope assemblies complying
with this section are exempt of the thermal
envelope requirements of the code.

e Bldgs with peak design rate of energy usage
< 3.4 Btu/h*sf or 1.0 W/sf of floor area

e Bldgs that do not contain conditioned space
e Greenfouses
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Equipment Buildings
C402.1.2

s Equipment Bldgs exempt from the building thermal
envelope provisions include:

e Separate buildings with floor area < 500 sf

e Bldgs housing electronic equipment with installed
equipment power > 7 W/sf and not intended for
human occupancy.

e Buildings w/heating capacity < 17,000 Btu/hr & a
heating thermostat set point restricted to < 50°F




Equipment Buildings
C402.1.2

s Equipment Bldgs exempt from the building thermal

envelope provisions include (continued):

e Bldgs with average wall & roof U-factor < 0.12
(> R-8.33) in Climate Zones 6-8




Compliance with Chapter 5

Prescriptive Approach (2009)

BUILDING ENVELOPE REQUIREMENTS - OPAQUE ASSEMBLI

TABLE 502.2(1)

1

‘ |
4 5
3 EXCEPT MARINE AND MARINE 4

CLIMATE ZONE | All other ‘ Group R

All other | Group R | All other ‘ Group R ‘ All other ‘ Group R | All other

Insulation entirely [

Roofs

8

= |
| All other | Group R

Swinging | U-070 | U-0.70
|

| Roll-up or sliding

U—-145 | U-145 |

U-0.70 | U-0.70 | U-0.70

U-145|U0U-145 | U-145

R-15c¢i R-20ci R-20ci | R-20ci R-20ci R-20ci R-20ci R-20ci R-20ci R-25ci R-25¢i
above deck ‘ |
Metal buildings (with | ¢ R-13 + R-13 + R-13 + 7 ‘ R-13 + R-13 + [ R-11+ R-19 +
R-5 thermal blocks® ?) R-12 B2 R-13 R-13 R-13 =13 R-13 el R-13 ; R-19 R-10
Attic and other | R-30 | R-38 R-38 | R-38 R-38 R-38 ‘ R-38 R-38 R- 38 ] R-49 l’ R-49
Walis, Above Grade
e = - N | i i =
Mass | NR T R-5.7ci R-5.7ci | R-7.6¢i \ R-7.6¢i 1 R-9.5¢i | R-9.5¢i® | R-11.4ci | R-11.4ci -13. -15.2ci | R-25ci | R-25ci
g sl ‘ e | s ; j ) e 1o | RI3+ | R34+ R19+ | R194 | R19+
Metal building | R-16 R-16 R-16 ‘ R-16 R-19 R-19 ‘ R-19 R-19 R-5 R.5.6¢i | R-5.6¢i R-5.60i
L ‘ R-13+ R-13 + R-13 + R-13 + R-13 + R-13 + R-13 + R-13 +
Sl Nl e R-1D R Sci | R-3.8ci -7.5ci ‘ 7.5 R-7.5¢ci | R-7.5¢i -15.6¢i | R-7.5¢i | R-18.8ci
Wood framed and l R-13+ R-13 R-13 + R-13 +
= J -13 313 4 x® =
other e S ‘ R-13 e ke il B9 ; R-3.8ci J +7.5¢ci | R-15.6¢i | 15.6¢i
Walls, Below Grade
T i _ X ’ ) . 77
Below grade wall9 NR | NR ‘ NR NR NR NR NR R-7.5ci ‘ R-10ci ‘ R-7.5ci | R-12.5ci
NEND— = B | 2l B o wliSe ) Al
Floors
e ; : = ; L e
Mass | NR NR | R-6.3ci R-8.3ci R-6.3ci R-8.3ci l R-10ci | R-10.4ci ‘ R-10ci | R-12.5ci R-15¢i ‘ R-16.7ci |
Joisubraming NR NR ‘ R-19 R-30 R-19 R-30 R-30 R-30 { R-30 R-30 R-30° | R-30°
Steel/(wood) | | | |
Slab-on-Grade Floors
i = & | : — — = L S |
‘ | | | R-10 for | ! R-10 for R-15 for R-15 for | R-20 for
Unheated slabs NR NR NR NR NR NR NR 24 in. NR 24 in. 24 in. 4 in. 24 in, ‘ 24 in.
| [ below below below below below
| B | B e E i T 5 3 B Ko i T8 |
| R-7.5 for | R-7.5 for | R-7.5 for | R-7.5 for | R-10 for R-10 | R-15for | R-15 for | R-15 for | R-15 for R-20 for | R-20 for | R-20 for
Heated slabs [ 124n; 12 in. } 12 in. 12 in. 24 in. 24in. | 24in, 24 in. 24 in. 24 in. 48 in. 48 in. ' 48 in.
‘ below below below below below below | below below below | below below below below §
Opaque doors ‘ 3 ‘

U-0.70 ' U-070 | U-0.70 | U-0.70 | U-0.70

U-145 | U-0.50 ‘ U-0.50 | U-0.50 | U-0.50

U-0.50 | U=0.50

U-050 | U-0.50 |
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C402.2 (2015)

Compare the minimum
requirements in 2009
IECC (previous slide) to
the minimum values as
associated with the 2015
IECC




Compliance with Chapter 5
Prescriptive Approach (2009) 502.3

TABLE 502.3
BUILDING ENVELOPE REQUIREMENTS: FENESTRATION

4 5
CLIMATE ZONE ‘ 1 ‘ 2 3 | EXCEPT MARINE | AND MARINE 4

Vertical fenestration (40% maximum of above-grade wall)

 U-factor

Framing materials other than metal with or without metal reinforcement or cladding

U-factor | 120 1 o075 | 065 | 640 .., 085

Metal framing with or without thermal break

Cyﬂgin wall/storefront [/-factor | 1.0 070 | OLG(} . 0.50 0.45 i

Ent;'&&: door U-factor 1.20 | l.lO | 0.90 0.85 0.80

| All other U-factor® ‘ 1.20 0.75 | 0.65 D33 1 0.55

SHGC-all frame types

SHGC: PF<0.25 25 025 | 025 | 040 0.40

SHGC: 0.25 <PF < 0.5 0.33 033 | 033
SHGC: PF > 0.5 | 040 | 040 0.40

 Skylights (SV%J]gximum)

U-factor i ‘ 5. | 075 0.65

SHGC | 035 | 035 0.35

NR = No requirement.
PF = Projection factor (see Section 502.3.2).
a. All others includes operable windows, fixed windows and nonentrance doors.




Bldg Envelope Fenestration Maximum U-Factor
& SHGC Requirements C402.4 (2015)

C402.4 Fenestration Requirements

CLIMATE ZONE

U-factor

Fixed fenestration

Operable
fenestration

Entrance doors
SHGC
Orientation

PF<0.2

0.2<PF<0.5

PF=0.5

U-factor

SHGC

0.50
0.65

1.10

SEW/N

0.25/0.

33

0.30/0.

37

0.40/0.

0.75

0.35

3

4

Vertical fenestration

0.50
0.65

0.83

SEW/N

0.25/0.

33

0.30/0.

37

0.40/0.

0.65

0.35

0.46
0.60

0.77

SEW/N

0.25/0.
33

0.30/0.
37

0.40/0.
40

Skylights
0.55

0.35

0.38
0.45

0.77

SEW/N

0.40/0.

53

0.48/0.

58

0.64/0.

64

0.50

0.40

Table C402.4
BUILDING ENVELOPE REQUIREMENTS: FENESTRATION

Compare
038 2009 IECC
0.45 (previous
0 slide) to the
2015
SEW/N § SEW/N IECC
0.40/0. § 0.40/0.53
53
0.48/0.§ 0.48/0.58
58
0.64/0. § 0.64/0.64
64
0.50
0.40
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Fenestration-Prescriptive (Max Area)
C402.4.1

m Percentage of Vertical Fenestration Area to Gross
Wall Area

e < 30% maximum above grade wall area allowed

e In Climate Zones 1-6, < 40% maximum above—
grade wall area permitted with daylight controls

m Percentage of Skylight area to Gross Roof Area
e < 3% maximum of gross roof area allowed

e < 5% maximum of gross roof area allowed
w/daylight responsive controls



Increased Vertical Fenestration with
Daylighting Controls c402.4.1.1

Lo
L
- .

g |
IV —=

No less than No less than Daylight VT of vertical
50% of the net 25% of the net Lo S kL fenestration is

floor area is floor area is controls are > 1.1 times

within a within a installed in SHGC

daylight zone in daylight zone in daylight zones

buildings 2 buildings with 3

stories or less or more stories




Increased Skylight Area with Daylight

Responsive Controls (Prescriptive)
C402.5.1.2

e Skylight area permitted to be < 5% of the roof area
provided daylight responsive controls complying with
Section 405.2.3.1 are installed
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Increased Skylight SHGC

C402.4.3.1

m In Climate Zones 1-6, skylights allows < 0.6 SHGC
where located above daylight zones provided with
automatic daylighting controls.

An Example of the NFRC Label You Should Look for and the
Numbers You May See

U-factor U-factor ratings generally
fall between 0.20 and 1.20. The
lower the U-factor, the better a
product is at keeping heat in. U-
factor is particularly important
during the winter heating season
This label displays U-factor in U.S
units. Labels on products sold in
markets outside the United States
may display U-factor in metric
units

Visible Transmittance (VT)is
expressed as a number between 0
and 1. The higher the VT, the
higher the potential for daylighting

World's Best

Window Co.
Series "2000"

Skylight

Double GlazingeArgon FilleLow E
ABC-X-1-00001-00001

ENERGY PERFORMANCE RATINGS

U-Factor (U.S. / I-P)

0.35 0.32

ADDITIONAL PERFORMANCE RATINGS

Visible Transmittance Air Leakage (U.S./I-P)

0.51 0.2

Solar Heat Gém Coefficient ;

Solar Heat Gain Coefficient
(SHGC) is expressed as a
number between 0 and 1. The
lower the SHGC, the better a
product is at blocking unwanted
heat gain. Blocking solar heat
gain is particularly important
during the summer cooling
season

Air Leakage (AL) rates typically fall
in a range between 0.1 and 0.3
The lower the AL, the better a
product is at keeping air out. AL is
an optional rating, and
manufacturers may choose not to
include it on their labels. This label
displays AL in U.S. units. Labels on
products sold in markets outside the
United States may display AL in
metric units

Slide 28



Increased Skylight U-Factor
C402.4.3.2

s Where skylights are installed above daylight zones
provided with daylight responsive controls, a maximum
U-factor of 0.75 shall be permitted in Climate Zones 4-8.




Air Barrier Construction
C402.5.1.1

m Continuous air barrier to be constructed to meet:

e Must be continuous for all assys involving the thermal
envelope of the bldg

e Air barrier joints & seams to be sealed including sealing
transition in places and changes in materials

e Penetrations of the air barrier shall be caulked gasketed
or otherwise sealed in manner compatible w/the
construction materials

e Recessed lighting fixtures to maintain air
barrier




Air Barrier Compliance Options
C402.5.1.2

o

Testing 3

v /“‘_\‘

Three ways to
comply with air
barrier
requirements

1 Materials Assemblies 2




Air Barrier Compliance Materials
C402.5.1.2.1

m Use of listed materials below are deemed to comply with the
air barrier requirements provided joints are sealed and assy
installed per there manufacturer’s instructions

e Plywood > 3/8" thick

e Oriented strand board > 3/8” thick

e Extruded polystyrene insulation board > 2" thick

e Foil back polyisocyanurate insulation board > 12" thick

e Closed cell spray foam w/ density of 1.5 pcf & > 1-1/2"
thick

= More materials listed in code....




Air'Barrier Compliance Assemblies
C402.5.1.2.2

m Assemblies will be recognized as being in
compliance if listed testing is met per this section
with one (1) of the assemblies below:

e Concrete masonry walls coated with either 1
application of block filler or 2 applications of paint
or sealing

e Masonry walls constructed of clay or shale
masonry units with a nominal width of 4” or more

e A portland cement/sand parge, stucco or plaster
> 1/2” in thickness




ive

Testing Alternat
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Rooms Containing Fuel-Burning

Appliances
C402.5.3 & R402.4.4

m Where open combustion air ducts provide
combustion air to open combustion space

conditioning fuel burning appliances, the appliances
& combustion air openings shall be located outside
of the building thermal envelope or enclosed in a
room isolated from inside the thermal envelope.

m Exceptions:

e Direct vent appliance with both intake & exhaust
pipe installed to the outside

e Fireplaces & stoves



Rooms Containing Fuel-Burning

Appliances
C402.5.3

s Doors into the room to be fully gasketed.
m Any water lines & ducts in the room insulated per C403.

m Combustion air duct to be insulated to minimum R-8
when passing through a conditioned space.

5
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Doors & Access Openings
C402.5.4

m Doors & access openings from conditioned space to
shafts, chutes, stairways, and elevator lobbies not
within the scope of the fenestration assemblies in
Section C402.5.2 to be gasketed, weatherstripped,
or sealed

s Exceptions:
e Door openings required to comply with IBC 716
or /16.4

e Doors or door openings required to comply with
UL 1784




Vestibules
C402.5.7

m Bldg entrances to be protected with enclosed vestibules
Exceptions:

e Doors not intended for public use
e Doors that open directly from a space less than 3,000 sf
e Revolving doors

e Doors that have an air curtain with_a velocity > 6.56 1t/s
a the floor that have been tested per ANSI/AMCA 220,
with manual or automatic controls per C408.2.3
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Vestibules
C402.5.7

he Perfect Environment

RETAIN
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s Example of an
alr curtain
installed in the
field
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Minimum Efficiency Requirements
C403.2.3(1)

s New minimum equipment efficiencies are
addressed for multitudes of HVAC equipment
types

s Equipment not meeting the minimum
efficiency reqguirements of the code may still
be available & sold for installation, although
such equipment would not be code
compliant (Be carerul 1)




Table C403.2.3(2) Mandatory

EQUIPMENT TYPE

SIZE CATEGORY

SUBCATEGORY OR
RATING

MINIMUM
EFFICIENCY

TEST PROCEDURE

Air cooled (Cooling mode)

Through-the-Wall (Air
cooled, cooling mode)

Water Source (Cooling

< 65,000 Btu/h

> 65,000 Btu/h and <
135,000 Btu/h

= 135,000 Btu/h and <
240,000 Btu/h

> 240,000 Btu/h

<30,000 Btu/h

< 17,000 Btu/h

CONDITION
Split system

Single package

Split system and single
package

Split system and single
package

Split system and single
package

Split System

Single Package

86" F Entering Water

13.0 SEER (before Jan. 1, AHRI 210/240
2016) 14.0 SEER (as of Jan.

1, 2016)

13.0 SEER (before Jan. 1,
2016) 14.0 SEER (as of Jan.
1, 2016)

11.0 EER (before Jan. 1,
2016) 11.2 IEER (as of Jan.
1, 2010)

9.3 EER (before Jan. 1,
2010) 10.6 EER (as of Jan.
1, 2010)

AHRI 340/360

9.0 EER 9.2 IPLV (before
Jan. 1, 2010) 9.5 EER 9.2
IPLV (as of Jan. 1, 2010)

10.9 SEER (Before January
23, 2010)

12.0 SEER (as of January
23 2010)

AHRI 210/240

10.6 SEER (Before January
23, 2010)

12.0 SEER (as of January
23 2010)

11.2 EER AHRIfASHRAE 13256-1

%
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Controls (Mandatory)
C403.2.4.3

Stairway & shaft vent dampers to be installed with
automatic controls configured to open up on activation
of any fire alarm initiating device of the building’s fire
alarm system or the interruption of power to the damper

v Exceptions:
s Gravity dampers permitted in buildings < 3 stories

m Gravity dampers permitted for outside air intake or
exhaust airflows of 300 cfm (0.14m3/s) or less




Zone Isolation
C403.2.4.4/SPS 363.0403(7)

m [he requirements in IECC section C403.2.4.4
are NOT included

m [he section reqguiring that the HVAC systems
serving zones that are over 25,000 st in loor
area or that span more than one floor & are
designed to operate or be occupled
nonsimultaneously be divided into /solation
areas has been removed

Slide 44



Freeze Protection System Controls
C403.2.4.6

Systems such as heat tracing of outdoor piping and heat
exchangers, including self-regulated heat tracing to
include:

» Automatic controls configured to shut off the system
when outdoor air temperatures are > 40°F OR

 When conditions of the protected fluid will prevent
freezing




Hot Water Boiler Outdoor

Temperature Set-Back Control
C403.2.5

m Hot water boilers which supply to the
building via 1 & 2 pipe heating systems
require an outdoor setback control that
lowers the boiler water temperature based
on the outdoor temperatures.
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Demand Control Ventilation
C403.2.6.1/SPS 363.0403(8)

s Demand Controlled Ventilation (DCV):

e A ventilation system capability that
provides for the automatic reduction of
outdoor air intake below design rates
when the actual occupancy of spaces
served by the system is less than design

occupancy




Demand Control Ventilation
C403.2.6.1/SPS 364.0403(8)

s Demand Control Ventilation shall be provided
for spaces larger than 500 sf & with an average
occupant load of 40 people (same as 2009
IECC) per 1,000 sf of floor area and served by
one or more of the following:

e An air-side economizer requires automatic
modulating control for the outside air
damper

e A design outdoor airflow > 3,000 cfm
m Exceptions
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Energy Recovery Ventilation Systems
C403.2.7

s Where the supply airflow rate of a fan system
exceeds the values specified in Table C403.2.7(1) &
(2), the system shall include an energy recovery
system. Exceptions...

TABLE C403.2.7(1) ENERGY RECOVERY REQUIREMENT (Ventilation systems operating less than 8,000
hours per year) (333 days/year)

PERCENT (%) OUTDOOR AIR AT FULL DESIGN AIRFLOW RATE

> 409 > 509 > 60% >70°
CLIMATE ZONE [> 10% and < 20%|2 20% and < 30%> 30% and < 40%|~ ":{”5"[”],,1"“ = ioé{}];:’d = T{a;“d = 703’%,,1“" ":

DESIGN SUPPLY FAN AIRFLOW RATE (cfm)

L % N NS N 0 0 0 B

BH% [ W[ W | W | W [shom[snom] sim ki
5 28 > 26.5000 > 11.000
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Energy Recovery Ventilation Systems
C403.2.7

s \Where the supply airflow rate of a
fan system exceeds the values
specified in Table C403.2.7(1) &
(2), the system shall include an
energy recovery system. Exceptions..

25y : X -
: | { l i 3
{
[
s I 3 ]

TABLE C403.2.7(2) ENERGY RECOVERY REQUIREMENT (Ventilation systems operating not less than
8,000 hours per year) (333 days/year)

PERCENT (%) OUTDOOR AIR AT FULL DESIGN AIRFLOW RATE

=400 = BY = R&09 =709
CLIMATE ZONE |2 10% and < 20% 20% and < 30%[2 30% and < 40% '43 ;“u;:’d = i”;;;ﬂ“d = T{"u;n“d = 70;3.;"” <

Design Supply Fan Airflow Rate (cfm)

% [ W [ W [ W[ W] W] W] W W
1B,2B,3B,4C,5C|  NR | 219500 >5000 | 24,000 | 23,000 | 21500
1A 2A.3A 4B.5B] 22500 | >2000 > 1,000

4aca6A6B78 >0 | >0 [ >0 | >0 [ >0 | >0 | >050 [>0]



Kitchen Exhaust Systems
C403.2.8

m Replacement air introduced directly into exhaust
hood cavity must be < 10% of hood exhaust airflow
rate. Conditioned supply air delivered to any space
must not exceed the greater of:

e Ventilation rate required to meet the space
heating or cooling load

e Hood exhaust flow minus available transfer air
from adjacent space




Kitchen Exhaust Systems
C403.2.8

m Where the total kitchen airflow rate is
>5,000 cfm, each hood MUST be a factory

built, commercial exhaust hood listed by a
nationally recognized testing laboratory in
compliance with UL 710




Kitchen Exhaust Systems
C403.2.8

s Each hood must comply with one of the following:

e Not <50% of replacement air may be transfer air that
would be exhausted

e Demand ventilation systems on not < /5% of the
exhaust air that are capable of not < a 50% reduction
In exhaust and replacement air system airflow rates

e Listed energy recovery devices with a sensible heat
recovery effectiveness of not <40% on not <50% of
total exhaust airflow (typically type IT comm’l hood)

m Exception: Where not <75% of all replacement air
IS transfer air that would otherwise be exhausted



‘Duct & Plenum Insulation
C403.2.9

m Return air ducts and plenums Climates Zones 6/7 require:
e Minimum R-6 where located in unconditioned spaces

o Minimum R-12 insulation outside the building or within
a bw/a’/n g en ve/oe assemb/

NG R



Minimum Piping Insulation
IECC 403.2.10/SPS 363.0403(9)

Substitute 2009 IECC Table 503.2.8 for IECC Table
C403.2.10

MINIMUM PIPE INSULATION®
(thickness in inches)

NOMIMNAL PIPE
DIAMETER
FLUID = 1.5" = 1.5"
Steam 11 /s (R-5.5) HR-11.1)
Hot water llfz(R_SS) 5 (R-7.4)
Chilled water, brine or 11;E(R-5-5) 11;?5-5-5)
refrigerant
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Piping Insulation Exceptions
C403.2.10

Exceptions:

v’ Piping internal to HVAC equipment
(including fan coil units) factory
installed and tested

v’ Piping for fluid in temperature range /
—60° <temp < 105° F
v’ Piping for fluid not heated or cooled
by electricity or fossil fuels

v’ Strainers, control valves, and
balancing valves associated with
piping £ 1” in diameter

**Exception for Direct buried piping for fluids < 60°F removed via SPS
363.0403(9)(b)



Mechanical Systems Commissioning &

Completion Requirements
IECC 403.2.11/SPS 364.0403(14)

m [he requirements of IECC section C403.2.11
are not included as part of the chs. SPS 361
to 366

m /NS section required mechanical system
commissioning & completion reqguirements




Walk-in Coolers, Walk-in Freezers, Refrigerated
Warehouse Coolers & Refrigerated Warehouse Freezers
C403.2.15 & C403.2.16/SPS 363.0403(12)

m [he requirements in IECC C403.2.15 and
C403.2.16 are not included as part of chs.
SPS 361 to 366

e [he section reqguired special reguirements
for walk-in coolers, walk-in freezers,
refrigerated warehouse coolers &
refrigerated warehouse. freezers
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Refrigerated Display Cases
C403.2.17

-_Refrigerated display cases to be addressed by an option
listed below:

e Lighting to be controlled by time switch controls to
turn off lights during nonbusiness hours w/maximum
1 hr override

e Motion sensor controls that reduce lighting by >50%
within 3 minutes after the area within sensor range is
vacated
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Refrigerated Display Cases
C403.2.17

As well as:

m 2) Low-temperature display cases shall incorporate
temperature-based defrost termination control with
a time-limit default. The defrost cycle shall
terminate first on an upper temperature limit breach
and second upon a time limit breach.

m 3) Antisweat heater controls shall reduce the energy
use of the antisweat heater as a function of the
relative humidity in the air outside the door or to the
condensation on the inner glass pane.
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Simple HVAC Systems & Equipment

C403.3

Air flow
¢4

Must include economizers
based on WI amendments

Information flow }

Mixed air \
Logic controller AN . g
outdoor \ ], " Capable of providing
NN AN S —remsal - 100% outdoor air even if
ouside _JA additional mechanical
tesntame cooling required
| EE (integrated economizer)
Motorized actuator

damper

S Supply air
il _ 4
L
Linkage FEE

Motorized actuator

Must provide a means to
relieve excess outdoor air
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Simple HVAC Systems & Equipment
C403.3/SPS 363.0403(4)

m Supply air economizers shall be provided on the
following cooling systems:

m (Where a single room or space is supplied by
multiple air systems, the AGGREGATE capacity

of those systems shall be used in applying this
reguirement)

e (a) All package roofr top units

e (b) All other cooling systems > 54,000 btu/h
(ie. split systems)




Economizers
C403.3

m Each cooling system that has a fan shall include either an
air or water economizer complying with Section C403.3.1

through C403.3.4

s Exceptions:

e Where > 25% of the air designed to be supplied by
the system is to spaces that are designed to be
humidified above 35°F dew point temperature to

satisfy process needs
m Example: Computer rooms specifically used for
main frames, etc.




Economizers
C403.3

s Exceptions:

e Systems that serve residential spaces where the
system capacity is < 5 times the requirement listed in
Table C403.3.(1)

TABLE C403.3(1)
MINIMUM CHILLED-WATER SYSTEM COOLING CAPACITY FOR DETERMINING ECONOMIZER COOLING REQUIREMENTS

CLIMATE ZONES TOTAL CHILLED-WATER SYSTEM CAPACITY LESS CAPACITY OF COOLING UNITS WITH AIR ECONOMIZERS

(COOLING) Local Water-cooled Chilled-water Systems |  Air-cooled Chilled-water Systems or District Chilled-Water Systems
No economizer requirement No economizer requirement

1b, 2a, 2b 960,000 Btu/h 1,250,000 Btu/h

3a, 3b, 3c, da, 4b, 4c 720,000 Btu/h 040,000 Btu/h

CCgeeers | Lwmmh | immm——

For SL:1 British thermal unit per hour = 0.2931 W.
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Economizers
C403.3

s Exceptions:
e Systems expected to operate < 20 hrs per week

If a building Is intended to
meet this exception, a letter
from the owner providing
justification deemed
reasonable by the Dept. on the
building’s use shall be
provided by the submitter of
the cooling system design




Economizers
C403.3

s Exceptions:

e \Where the use of outdoor air for cooling will affect
supermarket open refrigerated casework systems
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Economizers
C403.3

m Exceptions:

e Systems that include a heat recovery
system (for service water heating)in
accordance with C403.4.5

Controls:

e \Where an air economizer is required,
the energy recovery system shall
include a bypass or controls which
permit operation of the economizer
as required by Section C403.3

SUPPLY AIR
§1'F D8
64°F WO

RETURN AIR
75'F 0B
6'F W

SUPPLY AIR
53°F DB

RETURN AIR
F 08
Hrw

EXHAUST AIR
0'F 0B
V¥ l‘n‘B

EXHAUST AIR
21'F 08
20°F W




Air Economizers
C403.3.3

m Air economizer systems shall be capable of
modulating outdoor air & return air dampers to

provide up to 100% of the design supply air quantity
as outdoor air for cooling
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Air Economizers
C403.3.3

m Economizer dampers to be capable of being
sequenced with mechanical cooling equipment &
shall not be controlled by only mixed-air
temperature

e Exceptions: The use of mixed air temperature
limit control shall be permitted for systems
controlled from space temperature (such as
single-zone systems)
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Water-Side Economizers
C403.3.4

m \Water economizer systems shall be capable
of cooling supply air by indirect evaporation
and providing up to 100% of the expected
system cooling load at outdoor air
temperatures < 50°F dry bulb/45°F wet bulb

e Exceptions




Variable Air Volume Fan Control
C403.4.1.2

v Sensors used to control VAV fans

e Placed so that the controller setpoint is < 1.2
iInches w.c.

v Sensors installed downstream of major duct splits

e At least one sensor to be located on each major
branch so that static pressure can be maintained
in each branch




Boiler Turndown
C403.4.2.5/SPS 363.0403(13)

m [he requirements in IECC section C403.4.2.5
are NOT included as part of chs. SPS 361 to
366

m /his section reqguired the use of muitiple
single Input boilers, one or more. moauiating
bollers or a combination of single input and
moaulating boilers Ir the boiler system
design nput was >1,000,000 btu/h.




Service Water Heating
C404

Min. Performance of Water Heating Equipment (C404.2)
Heat Traps (C404.3) (Deleted by WI Amendment)
Piping Insulation (C404.4)

Efficient Piping(C404.5)

Circulation & Temperature Maintenance (C404.6)
Demand Recirculation (C404.7)

Drain Heat Recovery(C404.8)

Pools and Spas (C404.9) (Amenaed by WiI Amendment)
Portable Spas (C404.10)

SWH Commissioning(C404.11)



Service Water Heating
C404.2

Table C404.2 Minimum Performance of Water-Heating
Equipment
v Water Heater Types Covered

m Electric Storage

m Gas and Oil Storage

m Instantaneous Water Heaters — Gas & Oll

s Hot water boilers — gas and oll

m Pool heaters

m Unfired storage tanks
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Service Water Heating Time Switches
C404.9.2/SPS 363.0404(3)

m [he requirements in IECC section C404.9.2
are not included as part of this chapter

e /he need for Installation of time switches
on service water heating appliances has
been deleted




Service Water Heating Commissioning
C404.11/SPS 363.0404(4)

m [he requirements of IECC section C405 are
not included as part of chs. SPS 361 to 366.

e /NS section would have required Service
Water-Heating System Commissioning




Daylight Responsive Control
SPS 363.0202(2)/C405

-_“Daylight responsive control” means a device or system
that provides the automatic control of lamps and
luminaires located in daylight zone only or a manual
control of lamps or luminaires located in aaylight zone
only in such manner that at least 50% of the lamps are
controlled in a reasonably uniform illumination pattern

per IECC C405.2.2.2, with the capability for the lamps to
be operated at 100% or 0% of their design lighting
Ca pa bl I Ity Lighting control using daylight

Continuous

/—‘ ! 1‘ light controlequipment
\ Natural light
\ 1 }i .
y °
\ ’

L+.

+«— Range of influence —
of external light Slide 77




Daylighting Zones
SPS 363.0404(1)(a)

m Daylight zones in any interior enclosed space >250 sf & a
lighting density > 0.6 W/ft2 shall have at least one control
that meets all of the following requirements:

e 1. Controls only luminaires in the daylight zones.

e 2. Controls at least 50% of the lamps or luminaires in the
daylight zone, in @ manner described in IECC section
C405.2.2.1.

Slide 78



Occupant Sensor Controls
SPS 363.0405(3)/C405.2.1

m Lighting systems shall be provided with controls as
specified in sections C405.2.2, C405.2.3, C405.2.4
and C405.2.5.

e [he need for installing occupant Sensor controls
as addressed in C405.2. 1 In specific space. types
has been removed




Automatic Time Switch Control

Devices
C405.2.2.1

m [ he automatic time switch control device shall include an
override switching device that complies with the following:

e Be in a readily accessible location;

e Be located where lights controlled by switch are visible;
or the switch shall provide mechanism which announces
area controlled;

e Permit manual operation;
e Permit controlled lighting to remain for max. 2 hrs; &
e Override switches shall control area of < 5,000 sf
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Automatic Time Switch Control

Devices
C405.2.2.1

m EXxception:

e Within malls, arcades, auditoriums, single tenant retail
spaces, industrial facilities & arenas:

m Permitted to be >2 hrs provided the override switch
IS a captive key device; and

m [he area controlled by the override switch may be >
5,000 sf, but must be < 20,000 sf(was 25,000 sf).
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Specific Application Controls
C405.2.3

m Display and accent lighting to be independently controlled
m Lighting in display cases to be independently controlled

m Hotel & motel sleeping units & guest suites require master
control at the main room entry which controls all
permanently installed luminaires & switch receptacles

m Supplemental task lighting (ie. under—cabinet lighting)
controlled by control on luminaire or wal

m Lighting for plant growth, to be independently controlled

m Lighting for sale or demonstrations to independently
controlled
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Sidelight Daylight Zone
C405.2.3.2 Item 1

m \Where the fenestration is located in a wall,
the daylight zone shall extend laterally to the
nearest full-height wall, or up to 1.0 times
the height from the floor to the top of the
fenestration, & longitudinally from the edge
of the fenestration to the nearest full-height
wall, or up to 2 ft, whichever is less...
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Sidelight Daylight Zone

C405.2.3.2

FULL-HEIGHT WALL

(a)

DAYLIGHT ZONE l (b) e
DAYLIGHT ZONE o~ 1

(a) Section view 3
(b) Plan view of daylight zone next
to sidelight 2

DAYLIGHT ZONE l
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Rooftop Monitor Daylight Zone
C405.2.3.2 Item 2

m Where the fenestration is located in a rooftop
monitor, the daylight zone shall extend laterally
to the nearest obstruction that is taller than 0.7
times the ceiling height, or up to 1.0 times the
height from the floor to the bottom of the
fenestration whichever is less, and longitudinally
from the edge of the fenestration to the nearest
obstruction that is taller than 0.7 times the
ceiling height, or up to 0.25 times the height
from the floor to the bottom of the fenestration
whichever is less...




Rooftop Monitor Daylight Zone

C405.2.3.2 Item 2

ROOFTOP
MONITOR
OBSTRUCTION TALLER
i ‘ THAN 0.7 CEILING
— HEIGHT (CH) ,

)
- - \

0I5 M

|

I I ROOFTOP
o MONITOR

(b)

! DAYILIGHT ZONE ) \ - -

S

COSTRUCTION
0T CH

C25M

(a) Section view DAYLIGHT ZONE
(b) Plan view of daylight zone under
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Toplight Daylight Zone
C405.2.3.3

m [he toplight zone is the floor area underneath a
roof fenestration assembly which complies with
all of the following:

e [he daylight zone shall extend laterally &
longitudinally beyond the edge of the roof
fenestration assembly to the nearest
obstruction that is taller than 0.7 times the
ceiling height, or up to 0./ times the ceiling
height, whichever is less...
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Toplight Daylight Zone
C405.2.3.3

OBSTRUCTION TALLER
THAN 0.7 CEILING
| HEIGHT (CH)

DAYUGHT JONE

(a) Section view
(b) Plan view of daylight zone under DAYLIGHT ZOMNE
a roof fenestration assembly
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Interior Lighting Power
C405.4.2

Two methods to
determine allowance:

Building Area Method Space-by-Space Method

e Floor area for each building areatypex e Floor area of each space x value for the
value for the area area

* “area” defined as all contiguous spaces that e Then sum the allowances for all the spaces

accommodate or are associated with a e Tradeoffs among spaces are allowed
single building area type as per the table
¢ When used for an entire building, each

building area type to be treated as a
separate area
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Interior Lighting Power Allowances

Building Area/Space-By-Space
C405.4.2(1) & (2)

INTERIOR LIGHTING POWER ALLOWANCES
YN P4 [Convention center
-
Convention Center O L vl s Dining: bar Ic:unge-"lﬁiqur::
_‘ 2015 IECC are — —

Court House Dining: cafeteria/fast food 0.9

Dining: Bar Lounge/Leisure .z reduced from Dining: family
Dining: Cafeteria/Fast Food th ose in 2009 Do HTI“DT'}"

TABLE 505.5.2

Automotive Facility

Dining: Family 6 IECC Exercise center

Fire station
Gymnasium

Health care clinic

mm Motel

I‘u 1d n ufactu ring facility ‘I _ 1 7/

Maotion picture theater
IECC 2009 =iy |ECC 2015
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Dormitory

Exercise Center
Gymnasium

Healthcare—clinic

Library

Manufacturing Facility




Space-By-Space ONLY

Merchandise Allowances
C405.5.2(2) footnotes

a. Where lighting equipment is specified to be installed to highlight specific merchan-
dise in addition to lighting equipment specified for general lighting and is switched or
dimmed on circuits different from the circuits for general lighting. the smaller of the
actual wattage of the lighting equipment installed specifically for merchandise. or addi-
tional lighting power as determined below shall be added to the interior lighting power
determined in accordance with this line item.

Calculate the additional lighting power as follows:

Additional Interior Lighting Power Allowance = 500 watts |+ (Retail Area 1 X
0.6 W/ft*) + (Retail Area 2 X 0.6W/ft*) + (Retail Area 3 X 1.4 W/ft")+ (Retail Area 4 X
2.5 W/ft%)

where:

Retail Area 1 = The floor area for all products not listed in Retail Area 2, 3, or 4.

Retail Area 2 = The floor area used for the sale of vehicles, sporting goods, and small
electronics.

Retail Area 3 = The floor area used for the sale of furniture, clothing, cosmetics, and
artwork.

Retail Area 4 = The floor area used for the sale of jewelry, crystal, and china.
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Existing Building Code-Alterations
C503.1

m [he following don't need to comply for new construction
provided the energy use of the building is not increased.

e Storm windows installed over existing fenestration

e Surface applied window. film installed on existing single
pane fenestration assemblies reducing solar heat gain...

e Existing ceiling, wall or floor cavities exposed during
construction, provided that these cavities are filled with
insulation.

m Note that the code does not define the minimum R-
value required.




Existing Building Code-Alterations
C503.1

e Construction where the existing roof, wall or floor
cavity is not exposed

e Roof recover

e Air barriers not required for roof recover or roof
replacement if there is no alterations, renovations
or repairs to the remainder of the bldg envelope

e Alteration that replaces < 50% of the luminaires
In a space, provided that such alterations do not
increase the installed interior lighting power




Existing Building Code-Alterations
C503.2

s Any nonconditioned or low—energy space that is
altered to become conditioned space shall be
required to be brought to full compliance with this




Building Envelope-Roof Replacement
C503.3.1

m Roof replacement to meet Tables C402.1.3 & C402.1.4
where the existing roof assembly is part of the building
thermal envelope AND contains insulation entirely above

the roof deck ‘-—vw B




Heating & Cooling Systems - Alteration

Economizers
C403.4.1

s New cooling systems that are part of alteration shall
comply with Section C403.3 for economizers
(requirements as associated with adopted code)

> Rooftop Unit
Economizer (RTU)

Mixed Air
: _ = = Enthalpy

Tempgrrature /
Only Sensor
Sensor "ll JIIA. \

(RA)
RA Qutside Air
Building Barometric OA)
Return Air Relief Air :
Conditioned
Supply Air

To Building
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Lighting Systems - Alterations
C503.6/SPS 363.0503

s New light systems that part of the alteration shall
comply with Section C405

m EXxception:

e Alterations that replace < 50% of the
luminaires in a space, provided that such
alterations do not increase the installed interior

’ : ‘G : -
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Change in Occupancy
C505.1

m Spaces undergoing a change in occupancy. that
would result in an increase in demand for either
fossil fuel or electrical energy shall comply with
this code. (ie. S-1 warehouse to M-mercantile)

m Where the use in a space changes from one use
in Table C405.4.2(1) or (2) to another use in
the Interior Lighting Power Allowance Tables,
the installed lighting wattage shall comply with
Section 405.4.
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Change in Occupancy
C505.1

s Example:

e Using the Building Area Method, a family
restaurant (1.6 w/sf) that is converted into a bar
lounge (1.3 w/sf) WITHOUT ANY CHANGES TO
THE BUILDING is required to meet the new lower
lighting budget numbers

e However, If the Space-by-Space Method is
chosen, both occupancies have a lighting density
of 1.4 w/sf, no modifications required
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Residential (Low Rise <3 Stories
Above Grade)
IECC "R"” Chapters

m [he requirements in IECC sections R101 and
R103 to R109 are not included as part of this
chapter
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Mixed Use Buildings

= Mixed occupancies

e [reat the residential occupancy under the applicable
residential code

e [reat the commercial occupancy under the
commercial code

Upper Apartment



http://resourcecenter.pnl.gov/cocoon/morf/ResourceCenter/dbimages/full/1697.jpg
http://resourcecenter.pnl.gov/cocoon/morf/ResourceCenter/graphic/1689&datasource_name=EnergyDS

Insulation & Fenestration Requirements
by Component (Low rise Residential)

m [nsulation and Fenestration Requirements:
Substitute 2009 Table 402.1.1 for 2015 IECC
Table R402.1.2

m Equivalent U-Factors: Substitute 2009 Table
402.1.3 for 2015 IECC Table R402.1.4

m Air Leakage: Substitute 2009 IECC sections
402.4.1, 402.4.2, 402.4.2.1 and 402.4.2.2 for
IECC sections R402.4.0, R402.4.2, R402.4.2.2 and
R402.4.1.2

m Air Barrier & Insulation Inspection Component
Table: Substitute 2009 IECC Table 402.4.2 for
IECC Table 402.4.1.1




Compliance Options for 2015 IECC

PRESCRIPTIVE
m 2015 IECC

e Insulation and Fenestration Requirements: Substitute
2009 Table 402.1.1 for 2015 IECC Table R402.1.2
or

e Equivalent U-Factors: Substitute 2009 Table 402.1.3

for 2015 IECC Table R402.1.4




Compliance Options for 2015 IECC

PERFORMANCE APPROACH
s 2015 IECC

e Rescheck-Set for "IECC 2015” per SPS 363.5405
or

e Apply IECC R405 “Simulated Performance

~

Alternative”

REScheck”

DOE’s Building Energy Codes Program
Internet Address: www.energycodes.gov RAY
Technical Support: www.energycodes.govwhelp/Melpdesk.php s>

iency and Renewable Energy - U.S. Department of Energy
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Insulation & Fenestration Requirements

by Component — (2009)

Table 402.1.1
Insulation and Fenestration Reauirements hy Component?

CLIMATE | FENESTRATION | SKYLIGHT® GLAZED CEILING WOOD MASS FLOOR | BASEMENT® SLAB® CRAWL
U-FACTOR® U-FACTOR FENESTRATION"® R-VALUE | FRAME WALL i R-VALUE | SPACE’

SHGC - - - & DEPTH | WALL

R-VALUE

1 | 120 | o075 | o030 | 3 | 18 | 3/4 | 18| o | o | o |
--_--_-_-_
3 | o050 | 065 | 030 | _-“ 5/13

4 except O 35 NR 5/10 10/13 10, 2ft | 10/13
Marine

20 or 13+5"

AAavim~

“m-
7and8| 035 | 060 | NR | 49 | 21 |19/21 | 38 | 15/10 | 10,4ft | 10/13

a R-values are minimums, U-factors and SHGC are maximums, R-19 batts compressed into a nominal 2 x 6 framing cavity such that the R-value is reduced by R-1 or more shall
be marked with the compressed batt R-value in addition to the full thickness R-value.

b- The fenestration U-factor column excludes skylights. The SHGC column applies to all glazed fenestration.

¢ “15/19” means R-15 continuous insulated sheathing on the interior or exterior of the home or R-19 cavity insulation at the interior of the basement wall. “15/19” shall be
permitted to be met with R-13 cavity insulation on the interior of the basement wall plus R-5 continuous insulated sheathing on the interior or exterior of the home. “10/13”
means R-10 continuous insulated sheathing on the interior or exterior of the home or R-13 cavity insulation at the interior of the basement wall.

d-R-5 shall be added to the required slab edge R-values for heated slabs. Insulation depth shall be the depth of the footing or 2 feet, whichever is less in Zones 1 through 3 for
heated slabs.

e There are no SHGC requirements in the Marine Zone.

. Basement wall insulation is not required in warm-humid locations as defined by Figure 301.1 and Table 301.1.

9- Or insulation sufficient to fill the framing cavity, R-19 minimum.

h-“13+5” means R-13 cavity insulation plus R-5 insulated sheathing. If structural sheathing covers 25 percent or less of the exterior, insulating sheathing is not required where
structural sheathing is used. If structural sheathing covers more than 25 percent of exterior, structural sheathing shall be supplemented with insulated sheathing of at least R-2.
- The second R-value applies when more than half the insulation is on the interior of the mass wall.

I- For impact rated fenestration complying with Section R301.2.1.2 of the IRC or Section 1608.1.2 of the IBC, maximum U-factor shall be 0.75 in Zone 2 and 0.65 in Zone 3.



Insulation & Fenestration

Requirements by Component - (2015)
R402.1.2

TABLE R402.1.2
INSULATION AND FENESTRATION REQUIREMENTS BY COMPONENT*

CLIMATE
ZONE

FENESTRATION
U-FACTOR®

SKYLIGHT"
U-FACTOR

GLAZED
FENESTRATION
SHGC"™®

CEILING
R-VALUE

wooD
FRAME WALL
R-VALUE

MASS
WALL
R-VALUE'

FLOOR
R-VALUE

BASEMENT®
WALL
R-VALUE

SLAB
R-VALUE
& DEPTH

CRAWL
SPACE®
WALL
R-VALUE

1

NR

0.75

0.25

30

13

3/4

13

0

0

0

2

0.40

0.65

0.25

38

13

4/6

13

0

0

0

3

0.35

0.55

0.25

38

20 or 13+5"

8/13

19

5/13°

0

5/13

4 except
Marine

0.35

0.55

0.40

49

20 or 1345"

8/13

19

10/13

10, 2 ft

10/13

5 and

0.32

0.55

NR

6

0.32

0.55

" NR

49
49

20 or 13+5"
20+5 or 13+10"

13/17
15/20

308
308

15/19
15/19

10,2 ft
10, 4 ft

15/19

15/19

7 and 8

0.32

For SI: 1 foot = 304.8 mm.
" R-values are minimums. U-factors and SHGC are maximums. When insulation is installed in a cavity which is less than the label or design thickness of the
insulation, the installed R-value of the insulation shall not be less than the R-value specified in the table.

_ The fenestration U-factor column excludes skylights. The SHGC column applies to all glazed fenestration. Exception: Skylights may be excluded from glazed
fenestration SHGC requirements in climate zones 1 through 3 where the SHGC for such skylights does not exceed 0.30.

_ «15/19" means R-15 continuous insulation on the interior or exterior of the home or R-19 cavity insulation at the interior of the basement wall. “15/19” shall

be permitted t
“10/13" means R-10 continuous insulation on the interior or exterior of the home or R-

0.55

NR

49

20+5 or 13+10"

19/21

388

15/19

10, 4 ft

15/19

o be met with R-13 cavity insulation on the interior of the basement wall plus R-5 continuous insulation on the interior or exterior of the home.
13 cavity insulation at the interior of the basement wall.

. R-5 shall be added to the required slab edge R-values for heated slabs. Insulation depth shall be the depth of the footing or 2 feet, whichever is less in Climate
Zones 1 through 3 for heated slabs.

. There are no SHGC requirements in the Marine Zone.
- Basement wall insulation is not required in warm-humid locations as defined by Figure R301.1 and Table R301.1.
. Or insulation sufficient to fill the framing cavity, R-19 minimum.
. The first value is cavity insulation, the second value is continuous insulation, so “13+5” means R-13 cavity insulation plus R-5 continuous insulation.
i. The second R-value applies when more than half the insulation is on the interior of the mass wall.
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Access Hatches & Doors
R402.2.4

m Access doors from conditioned spaces to
unconditioned spaces such as attics and crawl
spaces to be weather stripped & insulated to level

equivalent to the insulation on the surrounding
surfaces....

m Exception:

e Vertical doors that provide access from
conditioned to unconditioned spaces shall be
permitted to meet the fenestration requirements
of Table R402.1.2 based on the applicable
Climate Zone...




Access Hatches & Doors
R402.2.4

m [he added exception means that these types of
doors, such as attic kneewall doors & other vertical
attic access doors, do not have to be insulated to
the same level as the surrounding wall, as long as
they meet the fenestration U-factor requirements of
Table R402.1.2
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Glazed Fenestration SHGC
R402.3.2

s Dynamic glazing permitted to satisfy the SHGC
requirements provided the ratio of the higher to lower
labeled SHGC is >2.4, and the dynamic glazing is
automatically controlled to modulate the amount of solar

gain into the space in multiple steps.

Slide 109



Glazed Fenestration SHGC
R402.3.2

EC IGU - clear state

EC coating

n surtace 4

m Exception:

e Dynamic glazing is
not required to
comply with this
section when both

Lo R ol the lower and higher
i labeled SHGC already
o comply with the
requirements of Table
R402.1.1
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Ducts Insulation
R403.3.1

m Supply & return ducts in attics (or outside bldg):
e Minimum R-8 where duct is > 3" in diameter
e Minimum R-6 where duct is < 3" in diameter

m Supply & return ducts in other portions of the
building:
e Minimum R-6 where duct is > 3" in diameter

e Minimum R-4.2 where duct is < 3” in diameter




Protection of Piping Insulation
R403.4.1/SPS 363.0403(3)

The requirements in IECC section R403.4.1 are not
iIncluded as part of the chs. SPS 361 to 366

e [he need for protect piping Insulation in. resiaential
buildings been removed




Heat Trace Systems
R403.5.1.2

= Controls to automatically adjust the energy input
to the heat tracing to maintain the designed
water temperature in the piping in accordance
with the times when heated water IS used in the
occupancy R -
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General Lighting
R404.1/SPS 363.0404

m 50% (changed from 75%) of the permanently
installed light fixtures (other than low-voltage
lighting) as located within commercial buildings
w/residential occupancies require high-efficacy.
lamps.

m Examples of low efficacy, low voltage & high efficacy lamps




Questions?




